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. MATERIAL SAFETY DATA SHEET

MANUFACTURER'S NAME

_FOR COATINGS RESINS AND RELATED MATERIALS

{(Approved by U.S. Dapartment of Labor “Essentially Similar” to Form OSHA-20)

Section |

BOSTIK WEST, DIVISiON OF EMHART CORPORATION

STREETADDRESS 20846 S. NORMANDIE AVE. CITY.STATE. AND ZIP CODE

TORRANCE,:

EMERGENCY TELEPHONENO. (213)320-6800

PRODUCT CLASS EPOXY N MANUFACTURERS&ODE|DENnFmAno$ 46633101
bPm-jio=3 G“P @"‘4)" FZﬁT : Catalyst: CA-118 .
TRADENAME  BOSTIK . : Mix Ratio: 3 perts 463-3-101(Base) to
1 part CA-118 by volume. ]
Section Il — HAZARDOUS INGREDIENTS
- T i - . VAPOE
INGREDIENT 463-3-101(base Only) CAS NO. PE(R;‘:ET‘; PPM | morM LEL, PRAESS}{RE
‘Cellosolve Acetate 111-15-9 10-15 100 - 1.7 2.0
Methyl Ethyl Ketone . 78-93-3: 10-15 "~ 200 1.8 70.G
Toluene 108-88-3 <{5.0 200 1.2 27,1
Xylene 1330-20-7 <5.0 . 100 1.0 7.0
Butyl Acetate 123-86-4" <:5°Q 150 .7 g
Butyl Cellosolve 111-76-2 | - <£5.0 50 1.1 ¢ .U
‘Butyl Alcohol 71-36-3 | <1.0 100 1.7 4.0
Section Il — PHYSICAL DATA |
' BOILING RANGE 176-340° F. VAPOR DENSITY HEAVIER ED LIGHTER, THANAIR -
EVAPORATION RATE [_—_] FASTER SLOWER.THAN ETHER PERCENT VOLATILE 603 \gﬂfgvsa 10 7 1bs.

Section IV — FIRE AND EXPLOSION HAZARD DATA

DOTCATEGORY  pod Label, Flammable

EXTINGUISHING MEDIA

© UNUSUAL FIRE AND EXPLOSION HAZARDS

Exclude air-Use foam,
dry chemicals.

Min) fe) L
FLASHPOINT 23" p, Tag Closed Cup
‘COZ’ steam, water fog,

Do not use water.

upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES

Do not use water,

exclude air,

. to cool fire exposed surfaces and to protect
personnel

LEL 1.0

Vapor forms explosive mixture with air between

use water Spray

BOE-C6-0208184
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| Section V — HEALTH HAZARD DATA
THRESHOLD LMTVAL_us : See Section IT - ; » -
EFFECTS OF overexposuRe: lleadache, nausea, dizziness. Breathing vapor will be

irritating to nose, throat and eyes.

o

EMERGENCYANDFIRSTA(DPROCEDURES Skin Exposure: Wash affected area with soap & water,
Eye Exposure: Flush with water for at least 15 minutes, consult physician.
Ingestion: Consult physician 1mmed1ately ' ' :
Inhalation: Remove victim to fresh air, consult physician.

“Section VI — REACTWITY DATA |

i S

| staBiLTy  []unstaste  [gx] STABLE " CONDITIONS TO AVOID - Storage at hlgh temperatures

| INCOMPATABILITY (Materiais toavoid) Strong oxidizing agents ~Inorganie acids, -Sparks & open flame.
| HAZARDOUS DECOMPOSITION PRODUCTS By fire, CO, €O OdeeS of le_rogen

Avoid contact with water, alcohols amlnes & other compounds which react w1th-

isocyanates.
'HAZARDOUS POLYMERIZATION [ ] mavoccur  EX] wILL NOT OCCUR

" . CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPSTOBETAKE'\HNCASEMATERIALISRELEASEDORSPlLLED : Ellmlnate sources Of 1 nltlon a d clear fumes
from areag. Prevent liquid from entering sewers, water soufces, ow areas. -
Keeg 3nnecessary periongel away. _Shut off source if poss:Lble to do so without
hazar Contaih spi iquid with sawdust or o0il absorb 1ng compound Wash

WASTEDISPOSALMETHOD area with detergent & water. Consult disposal expert & & ensure
conformity with local regulations. s

Section Viil — SPECIAL PROTECTION INFORMATION

RESPIRATORYPROTECTION:  Use approved respiratory protectlon such as an air- suoplled
mask if used in non-ventilated area.
Mechanical: Explosion-proof ventilation equipment. No smoking or open llghts.

o

VENTLATION  Face velosity ) 60 fpm in confined area.

PROTECTIVE GLOVES © Chemlcally resistent gloves
eve proTecTion ¢ Chemical splash goggles or face shield.

OTHERPROTECTIVEEQUIPMENT :  Eye bath & safety shower.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING . Materlal is sen31t1ve to moisture and should
be kept in tightly closed containers.

OTHER PRECAUTIONS

All handling equipment should be electrically grounded Treat as a very
flammable liquid. :

Renneth J ySllberberg

Technical “Administrative Manager
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MATERIAL SAF ETY DATA SHEET !

FOR COATINGS, RESINS AND RELATED MATERIALS |

. DATEG F PREP 10-81 1 (fporovcd by U.S. Doa-nmoqt of l,abor‘ Euomlvllly‘smnln to Form osng-zo) 01

MANUFACTURER'S NAME  BCSTIK WEST, DIV. OF_':’USM CORPORATION, AN EMHAR»

-

. streeTaporess 20846 So. Normandie Ave. civ.swaré anvzircooe Torrance, Ca.

emerGency TeLepmonene. (213) 320-6800

- PRODUCTCLASS - AMINE ABDUCT. - MANUFACTURERS CODE IDENTIFICATION CA-1

18
L : Catalyst for: 453-3-Series, 4L63-3=Sevies:"
TRADE NAME BOSTIX o - .463-3-8, 454-3-5eries. Mix Ratio: 3 pau:ts
. Base to 1 part CA-118 by volume.
Section | — HAZARDOUS INGREDIENTS
INGREDIENT CA-118 Epoxy Catalyst . PEBCENT T . VAPé»FAiL,
POy 7 CAS No * (ﬁt -PB PPM " mg/M3 ! LEL ] nﬁﬁﬁ%ﬁf:
Methyl ethyl ketone 78-93-3 25-30 200 1.8 70.0
Butyl alcohol 71-36-3 20-25* 100 1.7 4.0
Butyl acetate 123-86-4 20-25 150 1.7 0
Butyl cellosolve 111-76-2 - 10-15 . 50 1.1 L0
Toluene : 108-88-3 <5.0 200 1.2 22.0
Diethylenetriamine(DETA) | 111-40-0 | Trace . 1.0 1.4 <1.0
Section lil — PHYSICAL DATA
BOILINGRANGE  176_340° F, VAPOR DENSITY HEAVIER EUGHTER.THAN AR
EVAPORATION RATE [:FAsTsn smwen.mm ETHER ;5@%%'%0'.,\1".5 877 | WEIGHT PER 0 The
Section IV — FIRE AND EXPLOSION HAZARD DATA
~ (Min)
DOT CATEGORY Red Label, Flammable S FLASH POINT 23° 7. Tag Closed Cup LEL 1.1
| EXTINGUISHING MEDIA Exclude air - Use foam, CO,, steam, water fog,

dry chemicals. Do not use water.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Vapor forms explosive mixture with air between
upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES
' Do not use water, exclude air, use water spray
- to cool fire exposed surfaces and to orotect
personnel.

BOE-C6-0208186
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Section V — HEALTH HAZARD DATA

- ThResHooumiTvalue  See Section IT _ A . AR
. EFFECTsOFovemexposure - Headache, nausea, dizziness. Breathing vapor will be
‘ TR irritating to nose, throat, 'and eyes. - e e T

EMERGENCYAND FIRSTAIDPROCEDURES ;:  Skin Exposure: Wash affected area with soap and .
water. Eye Exposure: Flush with water for at least 15 minutes, consult’
physician. 1Ingestion: Consult physician immediately.

Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

staBiLity [ ] unstaBLe  [XX] sTABLE CONDITIONS TO AVOID Stbrage at hi\gh 't'emperé.ture.s.
INCOMPATABILITY (Materials o avoid) Strong oxidizing agents. Sparks & open flame. :

HAZARDOUS DECOMPOSITION PRODUCTS Lo e . o . ]
On combustion CO, C02, ‘Aldehydes and other organics, oxides of nitrogen.

HAZARDOUS POLYMERIZATION  [] mavoccur K] witL NOT OcCuR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIALIS RELEASEDORSPILLED: Eliminate sources of ignition and clear fumes
from area. Prevent liquied from entering sewers, water sources, or low areas.
Keep unnecessary personnel away. Shut off source, if possible to do so without
WASTE DISPOSAL METHOD Qazgrd. Contﬁlg spilled %quuld with sawiiusa, sand_or oil absorb-
ing compound.  Wash area wit etergent & water. Consult disposal expert and -
ensure conformity with local regulafions. : :

Section Vill — SPECIAL PROTECTION INFORMATION

RESPIRATORYPROTECTION :  Use approved respiratory protection such as an air-supplied mask
if used in non ventilated area. .
Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

VENTILATION : Face: velosity> 60fpm in conf‘ine'c'l area.

protecTiveGLoves  Chemically resistant gloves.
everrotecion  Chemical splash goggles or face shield.’_

~ OTHERPROTECTIVE EQUIPMENT Eye bath & Safety shower.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING © Kee Ontainer c osed hen ot in use .DO..NOt .
handle or -store near flame, heat orps%rong ox:ﬁan%s. Agequa]i':le ventiiation

required. Containers of this product may be hazardous when emptied -these
OTHER PRECAUTIONS CONtainers retain product residues (vapor, liquid, etec.).

All handling equipment should be electrically grounded. Treat as a very
flammable liquid. '
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